Abstract: Evidence of a fabric performance gap has underlined the need for measurements of in situ building performance. Steady state co-heating tests have been used since the 1980s to measure whole building heat transfer coefficients, but are often cited as impractical due to their 2-4 week test duration and limited testing season. Despite this, the required conditions for testing and test duration have never been fully assessed. Analysis of field tests show that in 12 of 16 cases, a heat loss estimate to within 10% of the result achieved across a full test period can be achieved within just 72 h. These results are supported by simulated tests upon a wider range of dwellings and across wider environmental conditions. However, systematic errors may still exist, even in cases of convergence and cases with significant uncertainties may never converge. Simulated examples of traditional dwellings and those built in line with current building regulation limits may be tested for more than half the year. However, even when simulated with reduced uncertainties, dwellings with low heat loss and high solar gains, such Passivhaus dwellings and apartments, could be successfully tested for just 22% and 12% of a year respectively, demonstrating the limitations of the co-heating method in assessing such dwellings.
Introduction
The improved thermal performance of homes remains an essential part of reducing energy demand, decreasing the cost of heating homes and improving the comfort and health of occupants. However, on almost every occasion in which thermal performance has been measured, the values obtained have shown both significant variation within samples and overall divergence from predictions. For example, in situ U-value measurements have reported measured values typically 20% higher than predicted in cavity walls [1] , but often lower than predicted in traditional stone and brick constructions [2] [3] [4] [5] [6] . Just as importantly, these studies have often revealed a large range in measured performance. Li et al. [6] , reported U-values approximately 38% lower than predicted in solid brick walls but with significant variation (e.g., mean U-value = 1.29 W/m 2 K, s.d. = 0.35 W/m 2 K, range = 0.4-2.0 W/m 2 K). Whole house heat loss coefficient measurements from co-heating tests are estimated to be on average 1.6 times higher than predicted [7] . Further, rather than representing a zero heat loss element, party wall bypasses were found to constitute an effective U-value of approximately 0.6 W/m 2 K [8] , requiring revised inputs to the UK building regulations and national calculation methodology [9, 10] . Finally, laboratory tests have shown the influence of workmanship can increase partial fill cavity wall heat loss by up to 250% [11, 12] . In fact, links between workmanship and complex heat transfer processes across a wall, undermining thermal performance, have been identified for more than four decades [13] .
These field measurements have indicated that many modern dwellings are not reaching their predicted level of performance, undermining the goal of achieving fabric improvements through regulatory mechanisms. In situ measurements of existing buildings have called into question long held assumed values, used as inputs to thermal and economic [6] . Finally, a number of unexpected or extraneous heat flow mechanisms have been identified and linked to design and construction issues [8, 14] . With such a small number of measurements conducted to date, all this would suggest there is a need for a higher number of measurements, across a wider sample of buildings, in order to understand current levels of performance and how real improvements can be achieved.
Presently, thermal performance is largely predicted on the basis of laboratory testing of individual materials or elements (e.g., BS EN 1946-4:2000 [15] ). Whilst issues such as adequacy of insulation fill, settlement and ageing may also be assessed, there remains a disconnection between this laboratory testing and the performance of materials and building systems in situ, under full environmental conditions, no longer as isolated systems and as a result of the full design and build process. In a small number of EU countries (e.g., UK, France, Denmark) in situ measurements of envelope air tightness are mandatory under national building regulations, whilst the number of voluntary tests is thought to be increasing across a wider range of countries [16] . However, airtightness tests do not capture conductive fabric losses, meaning only one mechanism of heat loss is being addressed and only associated design and construction strategies are encouraged. Alternatively, whilst not part of any mandatory testing programmes, measurements of in situ U-values represent a more developed method of assessing conductive fabric losses and are covered by an international standard protocol (ISO 9869:2014 [17] ). However, in situ U-value measurements are limited by difficulties in characterising inhomogeneous elements, 3D losses and structures in which air movement or thermal bypasses may be present. Therefore, whole house heat loss measurements offer an important alternative and complimentary method for assessing and understanding heat loss in practice.
Background

Co-Heating Method
Co-heating is a quasi-steady state, linear regression energy balance based method in which a simplified energy balance is used infer the building heat transfer coefficient (HTC), (Equations (1)- (3)). This provides a measurement of the HTC, or heat loss coefficient, as defined in ISO 13790:2008 [18] and national calculation methodologies, e.g., SAP 2012 [9] . In an unoccupied dwelling, electric heating is used to provide constant and uniform internal temperatures. This allows the adoption of a single zone model, reduces dynamic behaviour due to internal temperature variations and allows the electrical heat input (Q elec ) to be measured accurately through metering devices. To further limit the impact of dynamic behaviour, tests are performed over several days or weeks with data aggregated into 24 hour periods. The HTC (H) is calculated through linear regression analysis performed on the daily aggregated data, either through multiple linear regression, with Q elec as the dependent and the internal (T i ) external (T e ) temperature gradient, ∆T, and incident solar radiation, S, as the independent variables. Alternatively, results can be analysed through 'Siviour' bi-axial regression (Equation (4)), giving:
(1)
Here, Q loss is total building heat loss and Q sol is the total solar gains received by the building. The solar aperture, R (m 2 ), represents the heat flow rate transmitted into the internal environment divided by the externally measured solar radiation, S [19] . As such, R is determined through regression analysis, and in combination with the measured solar gains provides the estimated solar gains (Q sol = R·S).
Further details of the experimental test method can be found in Wingfield et al. [20] , Johnston et al. [21] with Bauwens et al., conducting a state-of-the-art review [22] . A broader review of uncertainties can then be found in Stamp et al. [23] . Two points should be noted here for future reference. Firstly, in most cases, global solar radiation, S, is measured on-site, in a single vertical plane. However, there is no consistently adopted method and many reported tests use horizontally measured radiation [23, 24] . Secondly, the standard approach for cases with adjoining dwellings (e.g., semi-detached, apartments) is to heat these adjoining spaces to the same internal temperature as the tested space-minimising heat transfer-an experimental technique known as guarding. However, restricted access may leave adjoining spaces unguarded. Further, a lack of experimental control or the presence of bypasses within party walls or floors can mean that party wall heat transfer cannot always be avoided.
The steady state co-heating method has largely been used within the UK, where it has been adopted in a number of building performance studies in the UK over the last two decades [8, [25] [26] [27] [28] [29] [30] as well as recent tests exploring different wall structures [31] , mobile home constructions [32] and a series of retrofit measures [33] . As the number of tests performed has increased, researchers have used these measured results to try and identify trends associated with this fabric performance gap [7] , although higher sample sizes and wider ranges of buildings would both extend this analysis and add greater certainty to observed patterns. At one stage the method was touted as potentially playing a larger role in verifying performance in the UK, with the 2012 building regulation consultation indicating they "...might specify a level of sample testing (e.g., whole house fabric co-heating tests or equivalent carried out post completion but pre-occupation)" [34] (p. 51). However, the intrusive conditions required for measurements combined with the required testing duration have been cited as prohibitive and resulted in calls for a shorter test method to be developed [14, 29] .
Duration of Co-Heating Measurements
Current guidance states that between 1-4 weeks of monitoring is typically required for a co-heating test, with a minimum of 1 week of data following the building reaching quasi-steady state [30] . This corresponds to earlier work by both Everett [35] and Lowe and Gibbons [36] , who looked at the expected duration from a statistical perspective, examining weather files for periods that met criteria for numbers and combinations of dull and sunny days-analysis that did not take into account any details of test buildings themselves. Periods of 1-3 weeks were thought to be sufficient in mid-winter, whilst longer periods might be required in spring/autumn. Within reported tests, monitored durations range from as few as 5 days to as many as 41 days [23] , with a mean of 18 days (median 15 days). These durations are thought to be largely influenced by the cost, available time and depth of study-practically rather than theoretically driven. More recently, Alexander and Jenkins [37] using simulations alone, suggest that buildings built up to 2012 UK regulations may achieve results within a week, whilst higher performing dwellings could take 6-8 weeks.
Required Weather Conditions and Testing Season
Guidance for the typical testing season, is given as from October/November to March/April [20] . Johnston et al. [21] further state that highly glazed and well insulated dwellings, e.g., Passivhaus, stating they may need to be tested during the lowest levels of insolation, sentiment repeated by Alexander and Jenkins [37] . Again, through their analysis, Lowe and Gibbons [36] state that whilst mid-winter may be most fruitful for HTC estimates, September, February and March were likely to be the best periods in which to determine R due to the higher range in solar radiation.
Suitable external conditions also thought to be driven by a suitable ∆T, with Wingfield et al. [20] stating a value of 10 K or more is required. Baker and Dijk [38] , referring to testing in outdoor test cells, similarly considered a ∆T of at least 10 K was required, with 20 K preferable. Judkoff et al. [39] filtered out tests with ∆T lower than 20 • F (11 • C) when testing office cells with the PSTAR method.
Alternative Methods
The restrictions associated with the 1-3 week co-heating test period has led to calls for shorter, dynamic tests to be developed and deployed as an alternative. Dynamic experimental protocols and analysis methods date back to the development of co-heating in the US [40, 41] . These methods can often elicit results in shorter time frames than steady state approaches, offering obvious advantages over the longer, steady state co-heating test. For example, the PSTAR method used a 48 or 72 h test sequence [42] , with similar recent dynamic methods aiming to achieve results in similar time periods [43, 44] . Andrews [45] provides a useful review of the variation seen in successive short term dynamic measurements-with consistent results generally achieved once weather corrections are applied. However, Liu and Claridge [46] noted the importance of understanding the thermal history of a dwelling prior to measurements in order to avoid systematic bias and Andrews [43] concluded that that further tests on a wider range of dwellings was needed, a statement that still holds true, particularly concerning heavyweight and highly glazed dwellings. Recent work has looked to develop the application of dynamic test sequences and analysis (e.g., ARX, ARMAX, state space models) from single components to whole building characterisation [47, 48] . Alternatively, Farmer et al. [49] and Jack [50] have looked to reduce the intrusiveness of the co-heating method through utilising the existing heating system, with the latter also using occupied dwellings. This less intrusive test, although with some degree of accuracy sacrificed, may then be more applicable to higher levels of deployment.
Aims
Despite being cited as significant obstacles to more widespread use of co-heating tests, the required environmental conditions or required monitoring durations have not been directly assessed in previous research. For the co-heating method to be assessed both on its own merits, and in comparison to these alternative methods, its limits need to be more clearly established. This provides the basis for the research conducted in this paper, defined by the objectives stated below:
• This paper initially analyses the results of 16 field tests before reinforcing and expanding upon these results across a larger range of dwelling types and environmental conditions through simulated co-heating tests. Both methods and their results are discussed separately in the following two sections.
Analysis of Field Tests
Method
In total, the data from 8 primary and 8 secondary co-heating tests have been evaluated. Specifically, the evolution of HTC estimates is assessed on a day-by-day basis and assessed in respect of the estimated HTC after the full monitored period (Figures 1-3 ). This sample represents modern dwellings tested as part of recent building performance evaluation projects, with a range in dwelling type, construction and form. Summary details are provided in Table 1 , although the test dwellings remain anonymised. Some cases represent repeated tests upon the same dwelling (e.g., A1, A2). Case J reports results from a field trial, involving a number of organisations testing the same dwelling [24, 51] , including one test conducted by the authors. Field tests have followed the method described in Section 2.1 in more detail, with multiple linear regression used throughout. 
The Use of ISO 9869 Criteria
A difficulty with this analysis of field tests is determining at which point a satisfactory result has been reached. The 'true' value of the HTC is unknown within field tests and may vary across the test period. Therefore, some criteria must be adopted to determine when a satisfactory result has been achieved. The steady state in situ U-value measurement protocol ISO 9869:2014 [17] , defines three criteria with which to assess whether a valid in situ U-value or R-value measurement has been achieved. These include:
1.
The test duration exceeds 72 h.
2.
The value obtained at the end does not deviate by more than ±5% from the value obtained 24 h before.
3.
The value obtained by analysing data from the first time period during two-thirds of measurement does not deviate by more than ±5% from the values obtained from the data of the last two-thirds.
Here, criteria (b) checks that the calculated value has settled, whilst criteria (c) attempts to establish whether the long-term conditions during monitoring have significantly changed. Both criteria can be borrowed to establish whether the co-heating test has suitably converged and that the conditions across a test period appear consistent.
Re-Analysis of Field Tests
The data from 16 co-heating tests have been re-analysed, with the evolution of the estimated HTC shown at the end of each daily aggregation period in Figures 1-3 (e.g., the estimated HTC on day 4 includeds analysis of days 1-4) [23] . In each case, the final result from the full test period is indicated, along with a ±10% region. Results are summarised in Table 1 . 'Warm up' periods, as described in Section 3.7 have been excluded from analysis based upon power, temperature and heat flux measurements. Data is then analysed via multiple linear regression (MLR) in a non-intercept model, aggregating data into 24-hour segments at 6 a.m.-6 a.m. segments..
Each case includes an estimate of the uncertainty at 95% confidence intervals. To date, uncertainty estimates for co-heating HTC measurements are either compltely absent or based only upon the standard error of the regression [23] . This ignores a number of uncertainies, including those related to sensors measurement errors, non-uniform internal temperatures and partywall heat transfer. Such unceratinies can be incorporated through adopting an approach as set out in the Guide to Measurement Uncertainty [52] , BSI PD 6461-4:2004 [53] and used within the PASLINK experimental test cells [38] . Here, uncertainty estimates for each parameter in Equation (3) are and used to create maximum and minimum error cases before being combined in quadrature to give an overall statement of uncertainty. Due to a lack of complete information, this approach is not possible in all secondary cases. As a result, secondary cases include error estimates based upon the standard error alone, whilst primary cases show both this estimate and a full uncertainty estimate as described above and covered in more detail in Stamp et al. [23] .
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Required Durations
In the majority of cases (12 out of 16), results to within 10% of the final result can be obtained within a 72 h period, subsequently remaining within this bound for their duration. In fact, in 9 of 16 cases this was achieved in just 48 h. Of the cases that do not converge within a 72 hour period, significant uncertainties can potentially be cited, namely the use of either a horizontal solar measurement (A1 (S GHR ), B1, F, J1, J4) or unguarded adjoining spaces (B1, B2, I). Specific examples of these uncertainties are discussed in detail in Section 3.5. If these cases are excluded, HTC estimate to within 5% of the full period can be achieved within just 72 h for all remaining cases.
There are two important caveats. Firstly, the test dwellings above are already assumed to be at a quasi-steady-state. The warm up period is removed from analysis, such that any associated errors are absent and the total duration required is not fully reflected. In some cases, this warm up period is longer than the required time to reach convergence (see Table 2 ). Secondly, the value given by the full test period may still incorporate systematic bias and is not necessarily representative of a result achieving an accurate value. The warm up period is discussed further in Section 3.7 whilst simulated tests assess the accuracy of co-heating tests across time in Section 4. Beforehand, the non-converging cases and evidence of uncertainties are discussed in more detail. 
Evidence of Uncertainty in Non-Converging Cases
Of the cases that do not quickly converge upon a result and fail to meet to ISO 9869 criteria, a number of experimental faults may be attributed. The examples B1 and B2 (repeated tests upon a mid-terrace house with one guarded and one unguarded party wall) and in particular case I (a corner apartment with unguarded flats above and below) all show longitudinal variations, likely associated with non-constant heat transfer to these unguarded spaces. Cases B1 and B2 still converge within a short period of time, although significant systematic errors due to party wall heat transfer cannot be ruled out, as can be seen via the size of their respective uncertainties. In case I, a result cannot be converged upon, even after 29 days of monitoring. This enforces the need for not only careful control of heat transfer across party walls, but also of suitable checks (i.e., temperature and heat flux measurements across party elements) and associated error estimates. Nevertheless, any guarding strategy may not sufficiently limit party wall heat transfer, particularly where convective heat flows exist in unsealed cavities. In such cases the heat flow and respective error may be extremely difficult to estimate, especially as the heat flow. A second experimental issue presents itself within a number of cases. Tests B1, E, F, J1 and J4 all use horizontally measured global solar radiation within their analysis. This can cause significant bias compared to vertical measurements as the regression fails to effectively distinguish days of largely diffuse or direct radiation [18, 50] . For example, in case F, high variability in HTC estimates can be seen between days 4-5, 5-6 and 9-10, where HTC estimates are seen to change by −17 W/K, +15 W/K and −18 W/K respectively. Each instance corresponds with significant jumps in the estimation of R (−3.8, +4.9 and −5.4 m 2 respectively), and therefore a large readjustment of the solar gains across the entire period and hence HTC estimate. Case A1 includes periods of analysis using both vertical and horizontal solar measurements. The use of horizontally measured solar radiation demonstrates difficulties in describing solar gains across a number of largely dull days, with the regression estimate of R evolving from +15 to −1.3 m 2 across the period shown in Figure 1 . When a vertical measurement is used, albeit across a shorter monitoring duration, there is initially higher variation, but a more consistent result is then achieved within a shorter timeframe. Similarly, tests J1 and J4, featuring horizontal solar measurements, take significantly longer to converge and are less likely to meet ISO criteria than tests J2, J3, and J5, performed on the same dwelling with vertical south-facing measurements.
ISO Criteria
The ISO criteria prove useful in identifying the uncertainties discussed above, with cases A1 (S GHR ), B1, B2, E, F, I, J1 and J4 all less likely to meet these criteria over their respective test periods. This would indicate the effectiveness of such criteria in identifying satisfactory results. There are however periods in which the criteria are met, only for results to subsequently drift and for the criteria to no longer hold. It is therefore thought that the adoption of ISO 9869 criteria provides a useful check, particularly of the errors associated with unguarded heat transfer and poorly defined solar gains, although control and estimation of these uncertainties remains essential.
Achieving Quasi-Steady State
To warm up a house sufficiently to a quasi-steady state can take as little as 1 day [45] , but can take significantly longer (e.g., 1 week [29] ), depending upon the initial T i , the HTC and thermal mass of the test dwelling, the external environmental conditions and the installed heating power. For tests considered within this paper, this ranges between 1-5 days ( Table 2 ). The warm up period can therefore represent a longer period than that required to reach convergence and should be considered a significant component of a test. Notably, the warm up period can be reduced if the dwelling has been pre-heated by the existing heating system prior to testing.
It is, however, crucial that suitable conditions are reached before analysis begins to avoid bias. Figure 4 plots the multiple linear regression corrected results for case A2. Days 1 and 2 can be identified as outliers but supporting evidence is required to justify their removal. Examining the internal temperature and heating load in Figure 5 can clearly justify the removal of day 1, but not day 2. Instead, the heat flux into the walls needs to be examined, here clearly demonstrating that day 2 also represents part of this warm up period. The definition and removal of this warm up period, and consideration of the thermal history of a test dwelling, are clearly subtle and may require further measurements, particularly of the heating behaviour of large heavyweight elements. 
Simulated Co-Heating Tests
Performing simulated co-heating tests allows a wider range of dwellings to be tested under a wider range of external environmental conditions. Furthermore, the estimated or measured HTC can be directly compared to a true value from simulation inputs/outputs. This means the accuracy of the test at given monitoring durations can be assessed more directly than in field tests.
The value of the true heat loss (H true ) can be derived from the model inputs, including the U-values (U-W/m 2 K) and areas (A-m 2 ) of each element, Equation (5) . Here, infiltration losses, varying between test periods with wind and stack pressures, need to be included separately. Derived from simulation outputs, the mean infiltration heat loss (Q in f ) is divided by the mean ∆T (∆T) across each simulation interval. Alternatively, H true can be calculated directly from the simulation outputs, summing the mean heat flows across all elements, including infiltration losses, and dividing by the mean ∆T (Equation (6)).
Simulations for the present paper have been performed within EnergyPlus and are based upon the method described in Section 2 and following the commonly used protocol described in Johnston et al. [21] . This includes:
• These simulations omit some experimental sources of uncertainty that may cause systematic bias (e.g., sensor measurement errors, party wall heat transfer). As seen previously, unsatisfactory results are likely to be achieved if such uncertainties exist. As such, these results represent tests conducted under ideal experimental conditions and should be assessed in reference to field tests previously discussed. As demonstrated within this paper, systematic errors such as party wall heat transfer, instrument calibration offsets, inhomogeneous internal temperatures and inappropriate solar measurements can lead to inaccurate results whatever the test duration.
Simulated Test Dwellings
For this paper, a range of simulated dwellings have been tested in order to expose the sensitivities of when and how long it takes for accurate HTC estimates to be achieved. These are designed to highlight indicative of trends amongst the broad UK housing stock, rather than provide an exhaustive array of tests. The simulated dwellings therefore cover a range of typical house types, built forms, constructions and levels of thermal performance, summarised in Figure 6 . Tables 3 and 4 below. Thermal performance is based upon a typical UK Victorian dwelling [9] and upon current regulations for building regulation limits, notional [10] and Passivhaus dwellings [54] . All cases are then simulated across the Finningley IWEC2 weather file [55] , representing typical UK weather conditions. Infiltration rates will vary across different test conditions, with mean air change rates due to infiltration during simulations listed in Table 3 . Although the relationship between the two is not straightforward, these approximately correspond to those of typical a Victorian dwelling (16 m 3 /hm 2 @50 Pa) and of UK regulatory levels for building regulation limits (10 m 3 /hm 2 @50 Pa), notional (5 m 3 /hm 2 @50 Pa) and Passivhaus dwellings (0.6 m 3 /hm 2 @50 Pa). m 3 /hm 2 @50 Pa) and of UK regulatory levels for building regulation limits (10 m 3 /hm 2 @50 Pa), notional (5 m 3 /hm 2 @50 Pa) and Passivhaus dwellings (0.6 m 3 /hm 2 @50 Pa). 
Simulated Durations
To support and expand on the analysis of field test data, a series of simulated co-heating tests have been performed. Similar checks are made upon the time taken for results to converge to within 10%, of Htrue (Equation (5)). The time taken to achieve this level of accuracy is demonstrated for a number of dwelling types in the histograms in Figure 7 . These figures show the results of simulations across a full year, with a new test period starting each day and running until a result is obtained to within the required accuracy of Htrue. These durations are then plotted and listed within each figure. 
To support and expand on the analysis of field test data, a series of simulated co-heating tests have been performed. Similar checks are made upon the time taken for results to converge to within 10%, of H true (Equation (5)). The time taken to achieve this level of accuracy is demonstrated for a number of dwelling types in the histograms in Figure 7 . These figures show the results of simulations across a full year, with a new test period starting each day and running until a result is obtained to within the required accuracy of H true . These durations are then plotted and listed within each figure. Figure 7 demonstrates two key points. Firstly, the conditions in which accurate measurements can be made reduces with increasing thermal performance. Measurements to within 10% of the true value can be obtained for large parts of the year for both Victorian (88% of year) and limiting (60%) test dwellings. The range of suitable conditions decreases significantly when moving towards the higher performance of a notional test dwelling (42%) and even more so in the Passivhaus case (22%). Interestingly, if the required accuracy is reduced from within 10% to within 20% of Htrue, the number of successful Passivhaus tests doubles (22 to 44%) whilst other dwelling types show more modest increases. This further indicates the difficultly in achieving accurate measurements in Passivhaus dwellings, particularly in avoiding underestimation due to components of stored solar heat [56] . This means that whilst there may be suitable periods for testing all dwellings, very high performance dwellings remain restricted and any tests performed run the risk of inaccurate results or failure.
Required Duration and Construction Type
The second point to note is that when results can be achieved, the majority of these will be within 72 h for all constructions-reinforcing the results seen within the field test analysis. Only modest increases in test periods are seen by extending the test period to one week or beyond.
Characteristics Determining Range of Suitable Test Conditions
In Figure 8 , the required duration is shown across the same simulated year for the previous limiting and notional dwellings. It is clear the shortest results are achieved during cold, dull winter periods. In warmer, sunnier periods, uncertainty relating to solar gains increases, both absolutely and in relatively in proportion to other heat flows as ΔT decreases. Further, solar gains can disrupt the quasi steady state conditions set up by the test when gains exceed losses and temperatures peak. Valid results are not achieved in cases in which the internal temperature rises above the experimental set-point temperature (Ti > Tsetpoint) for extended periods (i.e., across a whole aggregation interval). At Figure 7 demonstrates two key points. Firstly, the conditions in which accurate measurements can be made reduces with increasing thermal performance. Measurements to within 10% of the true value can be obtained for large parts of the year for both Victorian (88% of year) and limiting (60%) test dwellings. The range of suitable conditions decreases significantly when moving towards the higher performance of a notional test dwelling (42%) and even more so in the Passivhaus case (22%). Interestingly, if the required accuracy is reduced from within 10% to within 20% of H true , the number of successful Passivhaus tests doubles (22 to 44%) whilst other dwelling types show more modest increases. This further indicates the difficultly in achieving accurate measurements in Passivhaus dwellings, particularly in avoiding underestimation due to components of stored solar heat [56] . This means that whilst there may be suitable periods for testing all dwellings, very high performance dwellings remain restricted and any tests performed run the risk of inaccurate results or failure.
Required Duration and Construction Type
Characteristics Determining Range of Suitable Test Conditions
In Figure 8 , the required duration is shown across the same simulated year for the previous limiting and notional dwellings. It is clear the shortest results are achieved during cold, dull winter periods. In warmer, sunnier periods, uncertainty relating to solar gains increases, both absolutely and in relatively in proportion to other heat flows as ∆T decreases. Further, solar gains can disrupt the quasi steady state conditions set up by the test when gains exceed losses and temperatures peak. Valid results are not achieved in cases in which the internal temperature rises above the experimental set-point temperature (T i > T setpoint ) for extended periods (i.e., across a whole aggregation interval).
At this point, dynamic heat flows dominate and the absence of significant electrical heating input means co-heating regression analysis significantly underestimates heat loss or become nonsensical. This means that test dwellings with low HTC (e.g., small exposed envelop areas, well-insulated) and high amounts of solar gains (e.g., highly glazed, south-orientation, little shading) are the most likely to experience solar driven systematic underestimate bias or to fail completely. Whilst this means most successful and shorter test periods are obtained in dull, cold periods across winter months, short successful periods may occur during warmer months when conditions are overcast and cool. In such cases, test periods must be short to avoid excessive solar radiation both before and during testing, meaning there is significant inherent risk in testing at such times.
this point, dynamic heat flows dominate and the absence of significant electrical heating input means co-heating regression analysis significantly underestimates heat loss or become nonsensical. This means that test dwellings with low HTC (e.g., small exposed envelop areas, well-insulated) and high amounts of solar gains (e.g., highly glazed, south-orientation, little shading) are the most likely to experience solar driven systematic underestimate bias or to fail completely. Whilst this means most successful and shorter test periods are obtained in dull, cold periods across winter months, short successful periods may occur during warmer months when conditions are overcast and cool. In such cases, test periods must be short to avoid excessive solar radiation both before and during testing, meaning there is significant inherent risk in testing at such times.
It can then be noted that the likelihood of experimental overheating is reduced by increasing Tsetpoint, reducing any electrical baseload (non-thermostatically controlled equipment, e.g., mixing fans) or by applying additional shading to the test home. However, care must be taken to estimate the impact of any such changes upon the expected heat loss of the dwelling and the practicalities of their deployment. Figure 7 is varied. Initially, the same notional construction is examined within two different built forms, a semi-detached dwelling and an apartment. Here, as the exposed envelope area reduces, the relative size of uncertainties increase and there is a higher propensity of the dwelling to overheat. Whilst the semi-detached dwelling provides accurate results over a slightly reduced period when compared to the larger detached dwelling (38% of the test year from 42%), apartments can only be successfully tested for restricted periods (12%). Further, any party wall heat transfer omitted from the simulations, is likely to further increase the risk of systematic bias and makes testing such dwellings challenging and prone to errors.
A further example changes the orientation of the detached notional dwelling onto an East-West, rather than North-South axis. The result is that solar gains are reduced along with any associated uncertainty, whilst the risk of unstable internal temperatures decreases, although the measurement of solar radiation for use in regression is more complex. The result is that an identical dwelling, orientated East-West instead of North-South, can be tested across a marginally wider range of conditions (45% compared to 42%). It can then be noted that the likelihood of experimental overheating is reduced by increasing T setpoint , reducing any electrical baseload (non-thermostatically controlled equipment, e.g., mixing fans) or by applying additional shading to the test home. However, care must be taken to estimate the impact of any such changes upon the expected heat loss of the dwelling and the practicalities of their deployment. Figure 9 expands on this investigation, showing the changing distribution of results when the detached notional dwelling seen in Figure 7 is varied. Initially, the same notional construction is examined within two different built forms, a semi-detached dwelling and an apartment. Here, as the exposed envelope area reduces, the relative size of uncertainties increase and there is a higher propensity of the dwelling to overheat. Whilst the semi-detached dwelling provides accurate results over a slightly reduced period when compared to the larger detached dwelling (38% of the test year from 42%), apartments can only be successfully tested for restricted periods (12%). Further, any party wall heat transfer omitted from the simulations, is likely to further increase the risk of systematic bias and makes testing such dwellings challenging and prone to errors.
A further example changes the orientation of the detached notional dwelling onto an East-West, rather than North-South axis. The result is that solar gains are reduced along with any associated uncertainty, whilst the risk of unstable internal temperatures decreases, although the measurement of solar radiation for use in regression is more complex. The result is that an identical dwelling, orientated East-West instead of North-South, can be tested across a marginally wider range of conditions (45% compared to 42%).
Finally, the thermal mass of the notional dwelling is reduced (from a thermal mass parameter of 321 kJ/m 2 K to 112 kJ/m 2 K), creating a lightweight case. This construction maintains the same overall heat loss as the previous case, but replaces the previous construction with a brick clad timber frame, floating solid floor and plasterboard and timber internal walls. Here, with dynamic flows reduced, a marginal improvement in the range of test conditions can be seen (46% compared to 42%). Finally, the thermal mass of the notional dwelling is reduced (from a thermal mass parameter of 321 kJ/m 2 K to 112 kJ/m 2 K), creating a lightweight case. This construction maintains the same overall heat loss as the previous case, but replaces the previous construction with a brick clad timber frame, floating solid floor and plasterboard and timber internal walls. Here, with dynamic flows reduced, a marginal improvement in the range of test conditions can be seen (46% compared to 42%). 
Discussion
The results of both the field tests and the simulated results indicate that in many cases co-heating tests can be performed in shorter time periods than previously suggested. In most cases (12 of 16), accurate results to within ±10% the value obtained from a full monitoring period can be achieved with 72 h of measurement-significantly short than the 1-4 week durations currently recommended. Importantly, there are only very modest gains achieved by extending the test period to one week or beyond. This result is supported by a number of simulated co-heating tests, performed across a range of built forms and constructions. Under suitable weather conditions and with sufficient experimental control and method, many tests will achieve the same result of a full test period within just 3 days, whilst the majority of achievable results occur within 7 days. This is significantly shorter than previously suggested and could significantly reduce the practical obstacles presently restricting the deployment of co-heating tests. However, convergence is no measure of an accurate result, such that experimental technique and an understanding of uncertainties remain crucial.
Among the field tests analysed, there are instances in which results do not satisfactorily converge-particularly under unsuitable experimental methods. This includes tests in which conditions are not constant throughout monitoring, such as variable party wall heat transfer. Additionally, cases in which solar radiation is measured horizontally may lead to significant jumps in HTC estimation throughout the monitoring period, along with systematic bias, as defined in Stamp [23, 56] . Adopting the ISO 9869:2014 criteria from in-situ U-value measurements can help highlight such uncertainties. Plotting the estimated HTC as it evolves across a test period, as within this paper ( Figures  1-3) , can also help highlight these experimental uncertainties and changing test conditions. 
Among the field tests analysed, there are instances in which results do not satisfactorily converge-particularly under unsuitable experimental methods. This includes tests in which conditions are not constant throughout monitoring, such as variable party wall heat transfer. Additionally, cases in which solar radiation is measured horizontally may lead to significant jumps in HTC estimation throughout the monitoring period, along with systematic bias, as defined in Stamp [23, 56] . Adopting the ISO 9869:2014 criteria from in-situ U-value measurements can help highlight such uncertainties. Plotting the estimated HTC as it evolves across a test period, as within this paper (Figures 1-3) , can also help highlight these experimental uncertainties and changing test conditions.
It is important to state these results in context. It should also be re-iterated that apparent convergence is not itself a guarantee of an accurate measurement. Shortening the length of co-heating tests can therefore not be done without increasing the risk of either inaccurate estimates or not achieving any estimate of the HTC. Further research on a wider number of dwellings is therefore required to re-enforce these findings. Further analysis should be conducted over a wider range of buildings and climates, including beyond the UK climate which has been the focus here.
Moving forward, focus must shift onto practicalities and the objectives of testing. If testing is to be conducted during post-construction, prior to occupation, it could be suggested that, ideally, testing could be conducted across a single weekend, during which most construction sites are shut down. If a house could be pre-heated whilst work access was maintained, then testing across a weekend or extended weekend may be feasible, certainly to a degree of accuracy that would diagnose dwellings with significant discrepancies that may warrant further investigation. On this final point it should be noted that tests to date have been reported to be 1.6 higher than predicted [7] , meaning less stringent requirements for accuracy are likely to be required to identify significantly underperforming dwellings. After all, the co-heating HTC measurement only indicates the level of heat loss, not the underlying causes. From a research perspective, further multidisciplinary work under a broader scope is then required to reveal the underlying processes. In terms of quality assurance, a larger sample of less accurate tests is likely to be more useful to demine the extent of underperformance and highlight cases and trends of significant underperformance.
At shorter test lengths, practicalities become increasingly important. The total duration for testing becomes is not only affected by any warm up period but also by the setting up and dismantling of equipment. The total cost of testing a reflection of not only test lengths but the cost of equipment, complexity of analysis and skill of tester. Practically, many new buildings will have excess moisture levels associated with construction during the small window for testing post-construction and pre-occupation. This will either increase the required testing time or add significant uncertainty to HTC estimates. Therefore, whilst the durations for co-heating tests reported within this paper have moved closer to those of short term dynamic tests, in both cases, practical issues remain equally important, particularly if testing is to be done at any scale. The relative simplicity of the co-heating test must be weighed up against the additional information gathered by dynamic methods and their respective strengths.
Finally, the range of suitable testing conditions varies significantly based on the built form, construction type and typical weather conditions expected for a test dwelling. Whilst this leaves a reasonably long testing season for high heat loss, large dwellings (greater than 60% of a year for the example dwelling built to current building regulation limits or less), this is reduced to 38%-46% of the year for same building built to notional standards.
Very low heat loss, highly glazed, heavyweight dwellings or those with small overall exposed areas can then expect to deliver reliable results for even more restricted periods (Passivhaus~22%, apartments 12%) and not without significant risks of failure. Whilst such dwellings have been successfully tested [57] , they carry higher inherent risk and increased relative uncertainties-particularly from unstable internal temperatures and underestimated HTCs due to stored solar components [56] . Whilst this could mean extended testing durations are required (e.g., 6-8 weeks [37] ), longer tests are unlikely to reduce any bias and shorter, highly selective periods are likely to yield improved results. Further analysis of field test results for such dwellings is needed. Nevertheless, it is unlikely such dwellings can be tested to high accuracies or at any significant scale and alternative approaches may be required, including the deployment of external shading to reduce solar gains during testing or alternative experimental procedures. The type of simulated tests performed in this paper could be used to predict when a test could be performed and assess the risk prior to testing.
Conclusions
In 12 of 16 field tests, co-heating HTC measurements have been shown to converge to within ±10% of their value obtained over a full test period within just 72 h-significantly shorter than typical test durations. Only small improvements in accuracy of reliability are achieved by monitoring beyond this point, whilst many systematic errors will not be reduced. These results are supported by simulated tests across a wider range of buildings and environmental conditions. In non-convergent cases, significant experimental uncertainties can be cited-highlighted by plotting HTC estimates a function of test duration and through application of ISO 9869:2014 in situ U-value criteria. It is recommended such details are reported for all tests, to both further establish the relationship between test length and accuracy across a wider range of buildings and to examine potential uncertainties in individual tests. Finally, the range of suitable test conditions varies significantly with construction, built form and solar characteristics. Example dwellings built to 2012 UK building regulation limits may be tested for around two-thirds of a year. However, this reduces to around 40% of the year for the same example dwelling built to notional requirements and to just 20% in Passivhaus or 12% in apartments. Clearly these latter cases cannot be conducted without a degree of risk and alternative or modified methods are likely to be required.
